Most Innovatlve"
LED Searchlight
Series Available



afety » I.escue ¢ «~ ocial
SRS 500 | SRS 1000 | SRS 2000
500,000 - 1.5 Million CD



« 500,000 Candlepower

- Range of 1000+ meters
and 50 meter beam diameter

[lluminate the open water like never before with the
Beam-LED series, a high-performance lighting solutions
designed for exceptional brightness and clarity on all
types of vessels. With over high power LED candela
output, these ultra-powerful spotlights deliver
unmatched visibility and range, piercing through the
darkest nights and most challenging weather conditions.
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SRS 1000

« 750,000 Candlepower

- Range of 1000+ meters
and a 75 meter beam diameter

[luminate the open water like never before with the
Beam-LED series, a high-performance lighting solutions
designed for exceptional brightness and clarity on all types
of vessels. With over high power LED candela output, these
ultra-powerful spotlights deliver unmatched visibility and
range, piercing through the darkest nights and most
challenging weather conditions.
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SRS 2000

* 1.6 MILLION CANDLEPOWER

* RANGE OF 180 METERS AND
A 80 METER BEAM DIAMETER.

The SRS 2000 series offers boaters a new level of safety with
enhanced visibility of markers, obstacles, and threats without
relying on screens that disrupt night vision and orientation.
This high-performance lighting solution provides exceptional
brightness and clarity, ensuring safer and more enjoyable
boating in low-light conditions with precision control and
innovative features.
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Dual LED Optical Lens — Flood and Spotlight
SOS Signaling Capability
Sweep Mode 45° Side to Side from Center

Strobe Mode For Non-Lethal Defense,
Emergency-Social Signaling

750,000 /1,600,000 Candle Power

50,000 Hour LED Lights

Low Amp Start-up & Run 8-10 Amps
Auto-Center Forward and Self-Park Stern

Slip Ring for 360°+ Movement / Auto Rotation
Elevation: 15° Up, 27° Down

Full Auto Rotation Mode: 360°

High-Power Strobe

- Auto-Centers Backward When Turned

Off for Lens Protection.

Construction/Installation

Quick 3 Component 3 Step Installation
Marine Grade Material

Robust Wiring For Long Cable Runs

Impact Resistant

Can Be Rotated When Turned Off
Without Damage

Watertight Control Box

All Deutsch Waterproof Plug & Play
Connections

Easy Plug & Play with Multiple Stations
12/24V
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Push forward tilts

the searchlight down

Rotates the
searchlight to the

Pressing the left
button on the
joystick activates

left

floodlight

Press once to turn on

Press once for 90° and again to turn off

side-to-side sweep

I5ress twice for 360°
rotation
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Dimensions: 3.22in x 4.44in

Rotating the joystick changes rotation
speed: Slow (1°/sec), Default (12°/sec),
or Fast (30°/sec)

right

__searchlight up

Rotates the
searchlight to the Pressing the right
button on the joystick

activates spotligh_t

Pull back tilts the

Press once to activate
strobe, press twice to
activate SOS

It can be used in
conjunction with
Sweep button





