
Designed by The Yacht Group in Miami, FL

The Brightest  
Most Innovative
Dual Lens LED 
Searchlight 
Series Available



BeamLED.ai  | 500,000-2,000,000 cd

Models Specifications:

SRS-500
Compact dual-beam performance 
for vessel up to 50 ft.

SRS-1000
Long-range spot and wide flood 

for vessels up to 80 ft.

SRS-2000
Maximum reach for superyachts 

and commercial craft up to 200 ft.



•	 Dual LED Optical Lens – Flood and Spotlight

•	 SOS Signaling Capability

•	 Sweep Mode 45° Side to Side from Center

•	 Strobe Mode For Non-Lethal Defense, 
Emergency-Social Signaling

•	 500,00-2 Million Candle Power

•	 50,000 Hour LED Lights

•	 Low Amp Start-up & Run 8–10 Amps

•	 Auto-Center Forward and Self-Park Stern

•	 Slip Ring for 360°+ Movement / Auto Rotation

•	 Elevation: 15° Up, 27° Down

•	 Full Auto Rotation Mode: 360°

•	 High-Power Strobe

•	 Auto-Centers Backward When Turned 
Off for Lens Protection.

•	 Illuminated Precision Joystick Panel

•	 Multi-function Joystick

•	 Separate On/Off/Sweep & Strobe Buttons

•	 Second Station Easy Install

Features

Control



•	Drop-In Quick Installation — 3 component system

•	Marine-grade aluminum housing

•	Intuitive illuminated precision joystick

•	All Deutsch waterproof plug-and-play connections

•	Marine-grade tinned copper wiring throughout

•	Robust wiring for long cable runs

•	Coated dual-nickel plating for durability and 
rust/corrosion resistance

•	Can be rotated when turned off without damage

•	Watertight control box

•	Plug-and-play second/multiple station

•	12/24V

Designed by The Yacht Group in Miami, FL

•	 CE

•	 500 Hour Salt Spray

•	 IK08 Impact

•	 1500 Hours of Vibration Testing

Construction/Installation

Certification

The Brightest, Most Innovative Dual 
Lens LED Searchlight Series Available


